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Double Helix, Dual Axial 
& Rotational Mixing 
… has a double flat-section auger for 

added strength while remaining 

gentle, giving a fast mixing action 

without damaging the structure of 

the soil mixture  …   



 WILLIAMES M900 SOIL MIXER is an extra heavy 
duty machine that though very rugged still gives a gentle 
and fast mixing action without damaging the structure of 
the mix ingredients. 

FEATURES 

 Flat section helix auger ensure minimum damage to the 

soil mix 

 Safety mesh cover guard 

 3 phase motor 

 Robust construction means low maintenance and high 

productivity 

OPTIONS 

 Twin or single Bin Rotator 

 Single phase motor with inverter 

 Replacement liner 

 Adjustable timer for automatic turn off 

 Air or electronically operated discharge door 

 Walkway 

 Soil Elevator 

DIMENSIONS: (approximate) 

M900  cu/m 

  METRIC IMPERIAL 

L: with motor 3970 156” 
L: without motor 4500 177” 
W: 1862 73” 
H: 3300 129” 

 

DEEP GROOVE BALL-BEARING TO SUPPORT THE HEAVY 

WEIGHT OF PNEUMATICALLY CONTROLLED DOOR OPENING  
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LADDER & WALKWAY 
 



 


